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	[Title]
	ASSOCIATED DOCUMENTATION AND PROCEDURES

	Risk Assessment Number: 
	Version No. & Date: 
	Associated MS: 
Associated RA: 

	Department: 
	Section/Department: 
	Associated Documentation: 


	Task: 

	

	Work Location: 
	Equipment/Plant: 

	Persons Affected: 

	Training or Competence Requirements: 

	Ref
	Activity
	Hazards
	Potential Loss
	Control Measures
	Residual risk rating

	
	
	
	
	
	L
	C
	R
(LxC)

	1.
	
	
	
	· 
	3
	2
	6

	2.
	
	
	
	· 
	2
	3
	6

	
	
	
	
	· 
	
	
	

	
	
	
	
	· 
	
	
	

	
	
	
	
	· 
	
	
	

	
	
	
	
	· 
	
	
	



Risk Rating Calculator							Action Level Table

	
	Likelihood that hazardous event will occur
	
	Consequences
	Risk rating 
	Action 

	1
	Very unlikely
	1
	Insignificant – no injury
	1–2
	No action – no further action but ensure controls are maintained and reviewed

	2 
	Unlikely 
	2 
	Minor – minor injuries needing first aid
	3–6
	Monitor – look to improve at next review or if there is a significant change

	3 
	Fairly likely 
	3 
	Moderate – up to three days’ absence
	8–12
	Action – improve within specified timescale

	4 
	Likely 
	4 
	Major – more than seven days’ absence 
	15–16
	Urgent action – take immediate action and stop activity if necessary, maintain existing controls rigorously

	5 
	Very likely 
	5 
	Catastrophic – death
	20–25
	Stop – stop activity and take immediate action



	Ref No.
	ADDITIONAL CONTROL MEASURES
	L
(1 – 5)
	C
(1 – 5)
	
R
(1 – 25)
	Actioned By (Print Name)
& Target Date
	Date Control implemented
	Sign to Confirm

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	ASSESSOR(s) PRINT NAME/JOB TITLE:
	
	ASSESSOR(S) SIGNATURE:
	
	ASSESSMENT DATE:
	

	ASSESSMENT REVIEWED BY:
	
	REVIEW DATE:
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	PPE Required
(Please highlight all that apply)
	
	Risk Assessment Number: 
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	SAFETY HELMET
MUST BE WORN
	HIGH VISIBILITY VEST
MUST BE WORN
	SAFETY BOOTS
MUST BE WORN
	SAFETY GLOVES
MUST BE WORN
	EYE PROTECTION
MUST BE WORN
	EAR PROTECTION
MUST BE WORN
	PROTECTIVE SUIT
MUST BE WORN

	EN 397 Standard

	BS EN 471 Standard
	EN ISO 20345 Standard 

	EN 388/420 Mechanical

	EN166 Standard

	EN 352 Standard as required

	EN1073/1149
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	DISPOSABLE APRON
MUST BE WORN
	DISPOSABLE GLOVES
MUST BE WORN
	VISORS
MUST BE WORN
	HAIR NETS
MUST BE WORN
	FACE COVERING/ MEDICAL MASK
MUST BE WORN
	SAFETY HARNESSES
MUST BE WORN
	WELDING MASK
MUST BE WORN
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	[image: 200mm Disc - Self Adhesive - First Aid Pictogram]

	RESPIRATORS
MUST BE WORN
	HAVE YOU BEEN
FACE FIT TESTED?
	INTRINSICALLY SAFE OVERALLS
TO BE WORN
	KNEE PADS MUST BE WORN
	ADD ADDITIONAL PPE
	ADD ADDITIONAL PPE
	HEALTH SURVEILLANCE

	EN 143 FFP3 Standard

	
	
	EN 14404 Standard as required
	
	
	Noise, Respiratory, Skin and HAVS
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